20060309.ba v03_n896.bam.20060309 


>From ???@??? Thu Mar 9 10:42:43 2006 -0600 

Date: Thu, 9 Mar 2006 16:42:03 GMT 

From: Old Tube Radios <boatanchors@theporch. com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3896 

Message-Id: <20060309163412.A5A3F405EE@srvr1.theporch. com> 


BOATANCHORS Digest 3896 
Topics covered in this issue include: 


1) Operating Manual Boonton 59LF 
by "tfrobase" <tfrobase@kitparts.com> 
2) Re: Viking Ranger modification for external transmit control 
by Larry B <gerboid@comcast.net> 
3) Re: Operating Manual Boonton 59LF 
by "Old Man" <ebjr@i-55.com> 
4) looking for Dave Arruzza W1CTN 
by Brian K Harris <brian.k.harris@philips.com> 
5) Re: Viking Ranger modification for external transmit control 
by Edward Knobloch <k4pf£@juno.com> 
6) ADMINISTRIVIA: Using The Archives 
by listown@nanniandjack.com (Mail List Owner) 
7) Tube Drake Repair Guru? 
by "David Stinson" <arc5@ix.netcom.com> 
8) TEST 41 
by JOHN.SEHRING@ecunet. org 
9) RE: Tube Drake Repair Guru? 
by "Ed Santavicca" <aa8tv@sbcglobal.net> 
10) Delta ISB-1 SSB Converter 
by "rdavis7" <rdavis7@comcast.net> 
11) NC-101X Adventure 
by "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com> 
12) Tek Junk list 
by William Donzelli <aw288@osfn.org> 
13) Re: NC-101X Adventure 
by Raymond Cote <rjcote@hawail.rr.com> 
14) Re: NC-101X Adventure 
by john <johnmb@nc.rr.com> 
15) RE: NC-101X Adventure 
by "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com> 
16) RE: NC-101X Adventure 
by "Grant Youngman" <nq5t@comcast.net> 


From: "tfrobase" <tfrobase@kitparts.com> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Operating Manual Boonton 59LF 
Date: Sat, 4 Mar 2006 17:57:55 -0600 
Message-ID: <017c01c63fe7$790231a0$0c01010a@kitparts.com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


Bought a very clean 59LF head and coils for my 59 chassis at the Sugerland, 
Texas hamfest today. Anyone have a manual, WOW after 15 years it is finally 
complete! ! 


Tom, N3LLL 
League City Texas 77573 


Message-Id: <4.3.2.7.2.20060304204733 .00be4840@mail.comcast.net> 

Date: Sat, 04 Mar 2006 20:48:34 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Larry B <gerboid@comcast.net> 

Subject: Re: Viking Ranger modification for external transmit control 
Mime-Version: 1.0 

Content-Type: text/plain; charset=us-ascii; format=flowed; x-avg-checked=avg- 
ok-7B2B7D2E 


Jack, take a look here for some 
ideas...... http: //www.amwindow.org/tech/htm/rangtron.htm ........ Larry 


At 15:32 3/4/06, you wrote: 


>I wonder if someone out there has devised a method for placing the Viking 
>Ranger into transmit for either CW or Phone modes using an external 
>switch, foot switch, etc. 

> 

>I believe the suggested modification shown in the manual only applies to 
>the Phone mode. 

> 

>Any suggestions or comments? 

> 

>Please reply directly. 

> 

>73 and thank you, 

> 

>Jack, W3TMZ/4 


> 

> 

> 

She 

>No virus found in this incoming message. 

>Checked by AVG Anti-Virus. 

>Version: 7.1.375 / Virus Database: 268.1.1 - Release Date: 2/27/06 


No virus found in this outgoing message. 
Checked by AVG Anti-Virus. 
Version: 7.1.375 / Virus Database: 268.1.1 - Release Date: 2/27/06 


Message-ID: <006801c64011$ae07b440$46a1cdd1@s0023531634> 
From: "Old Man" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Operating Manual Boonton 59LF 
Date: Sat, 4 Mar 2006 23:00:09 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I'm looking for one of those! Keep your eyes peeled for another 
one! 

73, 

Sandy W5TVW 

soe Original Message ----- 

From: "tfrobase" <tfrobase@kitparts.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Saturday, March 04, 2006 5:57 PM 

Subject: Operating Manual Boonton 59LF 


Bought a very clean 59LF head and coils for my 59 chassis at the Sugerland, 
Texas hamfest today. Anyone have a manual, WOW after 15 years it is finally 
complete! ! 


Tom, N3LLL 
League City Texas 77573 


No virus found in this incoming message. 
Checked by AVG Free Edition. 


| Version: 7.1.375 / Virus Database: 268.1.2/274 - Release Date: 3/3/2006 


To: Old Tube Radios <boatanchors@theporch.com> 

Subject: looking for Dave Arruzza W1CTN 

MIME-Version: 1.0 

Message-ID: <OFEC7BOFOC.C8192674- 

0N88257128 .004D9E75- 86257128. 004E3C7A@philips. com> 

From: Brian K Harris <brian.k.harris@philips.com> 

Date: Sun, 5 Mar 2006 08:13:18 -0600 

Content-Type: multipart/alternative; boundary="=_alternative 004E3C7786257128 =" 


This is a multipart message in MIME format. 
--=_alternative 004E3C7786257128 = 
Content-Type: text/plain; charset="US-ASCII" 


I hope someone on these lists will know Dave Arruzza W1CTN and his 
whereabouts/status. He won an EBAY auction from me in November for which 
he has not yet paid. He has not responded to recent emails to two email 
addresses or a phone message I left on an answering machine. We did 
exchange emails after the auction ended. I hope he is okay. 


Thanks for the bandwidth. 
Brian K. Harris, WA5UEK 


Philips Semiconductors 
2140 Lake Park Boulevard, Suite 200 
Richardson, Texas 75080 USA 


Mobile: 214-763-5977 (preferred) 
Office: 972 705-2484 

Fax: 972-705-2450 

Email: brian.k.harris@philips.com 


--=_alternative 004E3C7786257128 = 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KKK KK KKK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 


* 
* 
* 
* 


+ + + FF FF 


KKK KKK KK KKK KK KKK KKK KKK KKK KKK KK 


--=_alternative-- 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Sun, 5 Mar 2006 10:16:35 -0500 

Subject: Re: Viking Ranger modification for external transmit control 
Message-ID: <20060305.101636.616.0.k4pf£@juno. com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 

Content-Transfer-Encoding: 7bit 

From: Edward Knobloch <k4pf@juno.com> 


Hi, 


Johnson sold two accessories for use with the Ranger 
or similar transmitters for smooth c.w. operation: 
the model 250-39 "T-R Switch" 

and the Johnson "Signal Sentry". 


The electronic T-R switch allowed the receiver to be connected 
to the same antenna used by the transmitter (with no coax relay). 
(Caution: always use a low-pass filter between the T-R switch 

and antenna to avoid TVI). 


The "Signal Sentry" provided a monitor tone to your headphones 

as you transmitted c.w., and also allowed you to monitor your voice 
on your headphones as you transmitted a.m. phone. 

Again, no relay involved. 


With these accessories, you will have smooth break-in c.w. 
with sidetone monitoring, with all switching done electronically. 


Using the T-R switch, if you put the Ranger in the "Standby" 

position, white noise in the receiver generated by transmitter's 

6146 will increase compared to normal key-up reception in c.w. mode. 
Therefore the c.w. operator will seldom place the rig in "Standby", 
unless he is using a separate antenna for the receiver. 

The Ranger is normally left in c.w. mode, key-up, during c.w. reception, 
using the electronic T-R switch. 


Ditto for a.m. operation with the T-R switch: 

keep the rig in a.m. position, microphone Push-to-Talk not engaged, 
during receive. (Assuming the standard push-to-talk relay circuitry 
was added per Johnson's instructions). 


The Johnson Ranger "Standby" switch is pretty bogus 
if you already have push to talk installed. It does not remove 
HV from the rf or audio stages. 


73, 
Ed Knobloch 


On Sat, 4 Mar 2006 "Jack Colson" <jcolson7@tampabay.rr.com> writes: 
> I wonder if someone out there has devised a method for placing the 
> Viking Ranger into transmit for either CW or Phone modes using an 
> external switch, foot switch, etc. 
> 


From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch. com> 

Subject: ADMINISTRIVIA: Using The Archives 

Date: Sun, 5 Mar 2006 11:15:00 -0800 (PST) 

Message-Id: <20060305191500.AAF601609E@osr506.nanniandjack. com> 


Gang- 


!!!THIS INFORMATION HAS CHANGED! !!! 


This periodic post is designed to help everyone gain more value from 
their boatanchors subscription. 


Often I receive an email request, or I read on the list, of someone 
who is aware there is an archive available with some special files 
with special information that is of a more permanent nature than a 
post to the list, but who is unaware of how to retrieve these gems. 


In the archives, there are cross-reference tables for Tubes, Military 
Equipment Nomenclature, suggestions for restorations and modifications 
to our beloved fire bottle rigs, and some wonderful stories of real 
adventures and the people involved. 


These files may be accessed by the Web... quickly and easily. 
These files can also be accessed by email. 


For WWW access: 
go to http://www.theporch.com 
select "Mailing List Web Interface" 
on your first time there, click "Register For Full Account" 
follow the instructions, and BE SURE you use the email address 


that you have your BoatAnchors mail addressed to -- this interface 
will work ONLY for members of the list! 
Once registered, you can: 
search the archives of previous posts (so far we haven't loaded 
all the previous posts online, but that is in the works; 
download the index of files; 
retrieve individual files 
manage your subscription via the web interface 
AWESOME! 


For email access: 
Step One: 
send an email (leave the subject blank, or, if your mailer 
requires a subject, type a single character, like "a" in 
the subject box) to: 
listproc@sco.theporch.com 


Step Two: 
in the body type: 
index boatanchors 


NOTE: The index *includes* all the previous articles now available 
through the web interface, so the index is HUGE and difficult 
to search -- the web interface is much easier. 


Step Three: 
after checking out the index for files of interest, and finding 
the one or more you want to have sent to you, send another 
email to: 
listproc@sco.theporch.com 


and, in the body, type: 
get boatanchors file.name 


where you substitute the name of the file from the index 
for "file.name" 


This should get you off to a good start. If you encounter any problems, 
please let me know at the address below. 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Sun Mar 5 11:15:00 PST 2006 


Message-ID: <005e01c640cc$bd11bc40$d00f60470262u1> 


From: "David Stinson" <arc5@ix.netcom.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tube Drake Repair Guru? 

Date: Sun, 5 Mar 2006 21:19:10 -0600 

MIME-Version: 1.0 

Content-Type: text/plain; 
charset="Windows-1252" 

Content-Transfer-Encoding: 7bit 


Who is the tube-type Drake radio repair guru? 


Date: Mon, 6 Mar 2006 10:05:10 -0500 (EST) 

Message-Id: <200603061505.k26F5ABN142772@wine.ecunet.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: TEST #1 

From: JOHN.SEHRING@ecunet.org 


To: boatanchors@theporch.com 
Gang, 


I've been locked out of sending notes to BA list for about 6 weeks. Jack 
thinks problem fixed, this is test #1 via Cf£D, pse excuse BW! tnx es 73 


-John Sehring (Mon, Mar 6, 2006, 8:01 am) Okotoks AB Canada -WBOEQ/VE6- 


From: "Ed Santavicca" <aa8tv@sbcglobal.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Tube Drake Repair Guru? 
Date: Mon, 6 Mar 2006 22:11:13 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 
Message-Id: <20060307030336.14E32402B2@srvr1.theporch. com> 


Jef£ Covelli - WA8SAJ wa8saj@ncweb.com He's got 35 plus years of Drake 
repair experience. 


73, Ed - AA8TV 


fo55e Original Message----- 
From: owner-boatanchors@theporch.com [mailto:owner-boatanchors@theporch.com] 


On Behalf Of David Stinson 

Sent: Sunday, March 05, 2006 10:19 PM 
To: Old Tube Radios 

Subject: Tube Drake Repair Guru? 


Who is the tube-type Drake radio repair guru? 


Message-ID: <001501c641f£9$52f£751cO0$8e00a8cO@richg5dmv9i4b8> 
From: "rdavis7" <rdavis7@comcast.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Delta ISB-1 SSB Converter 

Date: Tue, 7 Mar 2006 10:10:50 -0500 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="---- 
=_NextPart_000_0012_01C641CF.690E2C10" 


This is a multi-part message in MIME format. 


SSee5= =_NextPart_000_0012_01C641CF .690E2C10 
Content-Type: text/plain; charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 


Trying desperately to find any info on the unit as well as a manual copy. A= 
quired one with a shattered meter. Would like to pair it up with my R-390 f= 
Or comparison to my CV 591. Any help, leads appreciated. I've run into a de= 
ad end. Apparantly few of these made it into the civilian world. Rick K8PJQ= 
CCA11437. Reply rdavis7@comcast.net 


I am using the free version of SPAMfighter for private users. 
It has removed 240 spam emails to date. 

Paying users do not have this message in their emails. 

Try www.SPAMfighter.com for free now! 


te = _NextPart_000_0012_01C641CF .690E2C10 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KK KK KKK KK KKK KK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 
x If your postings display this message your mail program 
* is not set to send PLAIN TEXT ONLY and needs adjusting 


* 
* 
* 
* 


+ + FF OF 


KKK KKK KEKE KKK KEK KKK KK KKK KKK KKK KKK 


fop<ss =_NextPart_000_0012_01C641CF .690E2C10- - 


Content-class: urn:content-classes:message 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
Subject: NC-101X Adventure 
Date: Tue, 7 Mar 2006 10:22:55 -0600 
Message-ID: <159D9606C7F1304C8059DAEB6B2ED8BEQB3D07@STPEVSO1.stp.guidant.com> 
From: "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


I just bought a gorgous NC-101X from Don Merz and it arrived Thursday, = 
just in time for a weekend NC-101 adventure :) Unfortunately I was = 
down with the flu and didn't even know it arrived. Saturday I felt = 
pretty good, the girls went shopping, I was still recovering so there = 
was no ‘honey do list', which meant RADIO DAY :->>>> Spent the whole day = 
with the 101X. Also spent a few hours on Sunday as well. So I thought = 
I'd share my 101X restoration adventure with you, plus ask a few = 
questions. 


For documentation, the receiver came with a W7FG copy of the NC-100/101X 
manual including a schematic and parts list, which looks more like a 100 
manual than 101. And a copy of Bill Orr's CQ article with a schematic, = 
no parts list. And I've consulted BAMA. =20 


Opened the lid and saw the chassis and parts were really really nice, 
surprising nice for a 67 year old radio. I did go in there with the = 
brush and vaccum, and cleaned out the dust and cobwebs. I pulled the 
tubes, cleaned the grime off, put a dab of DeOxit on each pin, put em = 
back in. I should have tested the tubes at this point but for some = 
reason decided not too. I pulled off the bottom and looked around. = 
Nice, dusty, cobwebs, few bugs, so went in there with a brush and = 
vacuumed it out as well. 


The moveable catacomb coil box is a sight to behold. Here's this big 
aluminum box full of coils, that moves across the width of the receiver. = 
That must have cost a fortune to make. Anyway, it barely turned, no = 

doubt due to the old and stiff grease on the gears, and no grease on the = 
sliding bar. I cleaned off the old grease, put new grease on, lubed the 
shaft bushing, greased the sliding bar, wow, turns as good as new now. =20 


The PW dial turned roughly with a kink every revolution. I removed the = 
dial and started cleaning the system. I lubed up the variable capacitor = 


as necessary and put DeOxit on the 6 or 8 rotor contact points. I = 
didn't notice much improvment in tuning. I opened the PW drive box. = 
I've never seen one before so it was fun finally seeing one. Yuck, old = 
sludgy grease... I'll bet I spent 45 minutes working in that little PW = 
drive box with a stiff short bristle brush and WD-40, getting that old = 
stuff off the gears. Then I put new grease on and closed it up. I then = 
turned the radio so the front panel shaft bushing was facing up, oiled = 
it, and let it soak in for a while. =20 


The PW dial was a NOS black dial. Don told me the new dial had been = 

installed because the original had plating missing, and luckily for me, 
he included the original silver dial in an envelope. I'm more of an = 

original kind of guy, so I looked over that original silver dial, and I 
thought it looked great. Yes the plating was worn in that area just = 

beyond the knob, for about an inch, but the radio was calling out for = 
the original knob. So I cleaned the old stiff grease out of the silver 
PW dial, raided the new PW dial for the springs, the put the silver dial = 
back together. At first I looked at the two dial pieces, the knob, and 

springs, and wondered where in the heck the springs went.... Thanks to = 
the generousity of another ham who scanned the PW dial instructions and 

put them up on BAMA, I was able to see how it went together. =20 


I plopped the PW dial back on the shaft and gave her a spin. Oh my! I = 
was shocked at how smooth the tuning was, and no kink either. It's like 
I spread 'buttah' on the mechanism :) =20 


The LV fuse was missing. This was not a good sign. I wondered if it = 
was missing because of some serious problem... I didn't have any = 
documention that mentioned fuse values so I plopped in a 4 amp fuse. = 
Does anyone here know what that value is supposed to be? If not, then = 
I'll pull the fuse and measure the LV current, hoping I'm seeing ‘normal 
current' and not some excessive current, then figure out an appropriate = 
fuse to use. =20 


I cut off the original AC power cord that had some cracks and splits in = 
it, and replaced it with a new 3 wire grounded plug AND the grommet = 
which shattered, with new ones.=20 


In spite of my better judgement, I powered up the radio before just flat 
out replacing the hv caps. I measured 276 vac at the hv filter. Oops. 
The value of good judgement was confirmed, though not followed... I = 
didn't want to mess with removing chassis mounted cans so I just clipped 
the wires, left the cans in place, installed some new electrolytics = 
under the chassis. I found some excellant mounting spots and put the = 
caps in. Only when I was all done did I make the discovery of why there = 
were no tall parts under the chassis. I looked at that moveable coil = 
box, then looked at my caps, and realized there was an unanticipated 
problem :) I moved the coil box over the caps and noted them making 


contact... I made a few changes and have all three electrolytics = 
flattened against the chassis. This time I measured less than 1/2 volt 
AC at the filter. I also stumbled around and figured out the 101X has = 
technically a B- that is not connected to chassis ground. 


I found the last electrolytic sitting in the upper left corner, hidden = 
by the coil box. It was a big metal cylinder cap, 10 mfd at 50 volts. 
It was riveted to the chassis, so I just removed the connection and = 
soldered in a 10 mfd 160 v cap. I note that the new cap is maybe 1/30th 
the volume of the old cap. =20 


I powered up the 101X and soon heard cw, sans BFO though. About two = 
minutes later the BFO showed up and I listened to beautiful cw around = 
the bands. SSB sounded good too. Later the bfo disappeared. I tested = 
the BFO tube, and feeling stupid about not testing all the tubes before, 
tested the rest. All tubes were good. So I checked the BFO switch, = 
hoping maybe the oscillator wasn't turning on. Bingo. The switch was = 
infinite resistance in both positions. I removed the switch, held it = 
facing up, sprayed DeOxit around the ball, and worked the mechanism. = 
This this it yielded 0 ohms, but in both positions. Oops, too much.. I = 
shook out the DeOxit, still © ohms. So I ended up blowing on the switch 
like a straw, flushing out excess DeOxit. Then it worked fine. Its not 
like any switch will work in that position. The shaft is straight, = 
short, and notched. When the front panel switch is rotated, a mechanism = 
on the other end of the switch, actually slides into the pot slot and = 
flips it. There are two switches controlled by that mechanism. There = 
sure are alot of mechanical wonders in there. Turned the 101X back on, = 
and the BFO worked FB. =20 


The signals sounded beautiful from that huge speaker cone and pair of = 
6V6's in P-P. The cw signal would drift though, noticeably. I tried to 
back off the RF gain, like I do with the 75A-1 where I run AF max and = 
lower RF. At '10', I had full gain, but by 8.5 I had O gain. I removed 
the pot and found that it had a removable cover. Popped the cover and = 
saw the guts. The wirewound wire only ran about 1/2 around the pot, = 
plus at that 8.5 spot the resistance changed abruptly. I cleaned the 
elements but got the same results. So I'll have to replace the pot. = 
The NC-100 parts list shows 10K ohms. Can anyone confirm that the 101X = 
is also 10K? It's a 0.25" diameter round shaft, with a 0.5" shaft = 
length, and 0.5" thread length. 


The 6E5 green tuning eye didn't work. I did check the connector and it 
seemed to have the proper voltages. I checked the 6E5 on the TV-7 and = 
it didn't respond at all to the open test and closed test. I'm getting 
a good used one from a good friend of mine, Chuck W4MIL. 


So I have to replace the 6E5 and fix the RF pot. Then I'll check = 
sensitivity, and if its good, leave it as is. 


I spent some time Sunday afternoon tuning around 20 meter and 40 meter = 
cw and ssb. Wow, this 101X is an incredible receiver. Besides looking 
like a million bucks, it has beautiful sounding signals, incredibly = 
smooth tuning, I love it! Once I finish the restoration of the 101X, = 
then I can finish building the power supply for my 1935 Gross CW-25 = 
transmitter. Then I"1ll be putting this real 1930's pair on the air for 
some authentic 1930's cw !! =20 


It was a fun restoration day with great results. I'm convinced this = 
radio was anxious to be restored and put back on the air. I've had = 
other radios that clearly resisted being restored, and every turn yield 
a new problem :) =20 

=20 

73, Scott WAQIWFA 


Date: Tue, 7 Mar 2006 16:46:12 -0500 (EST) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Tek Junk list 

Message-ID: <Pine.SUN.4.20.0603071639110.27676-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


OK, here is the list (yes, some are duplicates): 


Mainframes: 
535A 
545B 
585A 
551 
545A 
547 
536 
545B 
555 
585A 
531 
502A 


Plugins: 
1A2 

B 

TU-2 
53/54C 
1A2 

21A 


Most or all of the tubes have been pulled, but the mainframes have 

CRTs. Honestly, I am not interested in selling any mainframes whole, as 
they are a right royal pain to ship, but I will hack chunks out of 

them. Most of the mainframes are a bit beat up, or a lot beat up for that 
matter, so I will not cry too much. Obviously, everything is as-is and 
untested. 


So, if anyone sees anything they want, let me know. CHEAP! I need to get 
rid of these things! Contact me off list. 


The only set I am going to keep is a 575A curve tracer, for no dumb reason 
other than I never had one before. 


William Donzelli 
aw288@osfn.org 


Message-ID: <440E8217.2080708@hawaii.rr.com> 

Date: Tue, 07 Mar 2006 21:04:55 -1000 

From: Raymond Cote <rjcote@hawaii.rr.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: NC-101X Adventure 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


This message and update from Scott is just what the doctor ordered for 
all of us. Thius is the type of mesages I remember years ago but seem 
to be fewer and fewer. Those of us that do restoration should write 
down notes and compose a simiiliar update to let those of us not so 
handy to relive the repairs. 


Thanks Scott 


(Well written too) 


Ray in Hawaii 
Freeberg, Scott (STP) wrote: 


>I just bought a gorgous NC-101X from Don Merz and it arrived Thursday, just in 
time for a weekend NC-101 adventure :) Unfortunately I was down with the flu and 
didn't even know it arrived. Saturday I felt pretty good, the girls went 
shopping, I was still recovering so there was no ‘honey do list', which meant 
RADIO DAY :->>>> Spent the whole day with the 101X. Also spent a few hours on 
Sunday as well. So I thought I'd share my 101X restoration adventure with you, 
plus ask a few questions. 
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Quite right Ray...the hamfest reports are always fun too (which my friend 
and BA hound extraordinaire KD4CPL does so well). 


John 


At 02:04 AM 3/8/2006, Raymond Cote wrote: 


>This message and update from Scott is just what the doctor ordered for all 
>of us. Thius is the type of mesages I remember years ago but seem to be 
>fewer and fewer. Those of us that do restoration should write down notes 
>and compose a simiiliar update to let those of us not so handy to relive 
>the repairs. 


> 

>Thanks Scott 

> 

>(Well written too) 
> 


>Ray i n Hawaii 
>Freeberg, Scott (STP) wrote: 


> 

>>I just bought a gorgous NC-101X from Don Merz and it arrived Thursday, 
>>just in time for a weekend NC-101 adventure :) Unfortunately I was down 
>>with the flu and didn't even know it arrived. Saturday I felt pretty 
>>good, the girls went shopping, I was still recovering so there was no 
>>'honey do list', which meant RADIO DAY :->>>> Spent the whole day with 
>>the 101X. Also spent a few hours on Sunday as well. So I thought I'd 
>>share my 101X restoration adventure with you, plus ask a few questions. 
>> 

>>Fo 

> 

> 

> 

>-- 

>No virus found in this incoming message. 

>Checked by AVG Free Edition. 

>Version: 7.1.375 / Virus Database: 268.2.0/276 - Release Date: 3/7/2006 


No virus found in this outgoing message. 
Checked by AVG Free Edition. 
Version: 7.1.375 / Virus Database: 268.2.0/276 - Release Date: 3/7/2006 


Content-class: urn:content-classes:message 
MIME-Version: 1.0 
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charset="iso-8859-1" 
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From: "Freeberg, Scott \(STP\)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Old Tube Radios" <boatanchors@theporch.com> 


Thanks Ray for you nice comments about my 101X Adventure post. Yes I've = 
wondered the same thing after noticing so few restoration posts on the = 
BA lists. Are folks all done restoring stuff, or do we know everything = 
there is to know about restorations? =20 


There used to be alot of restoration posts in the old days, or ‘help' 
posts, or ‘hey did you know this' posts, or 'hey lookie what I found' = 
posts, back in the late 90's. =20 


So maybe there just isn't much restoration going on anymore. I've got = 


soo much restoration and repair in the que that I'll be busy for another = 
10 years. And I'm sure many of those repairs will be a real bear too! = 
So I'll be asking for help and advice on the lists. 


Example: While working on the 101X restoration last Saturday, I checked 
into the Midwest Classic AM net on 3885 using the Valiant and 75A-4. I = 
wasn't using the 32V2/75A-1 because the A-1 developed some continuous = 
audio howl that I haven't had a chance to look at yet. I knew something = 
was coming because it would howl when I tuned above 4 Mcs, now it howls = 
all the time. Later SAturday afternoon during restoration, I was also = 
doing a little 20 meter SSB operating in that DX contest with the = 
KWM-2. Now what on earth is that buzzy noise on the received signals? = 
Cw and SSB signals have some rasp or buzz on them. So now the KWM-2 = 
needs some attention. And no I'm not done with the Viking II audio = 
problem..... and on and on :) 


Do you ever get caught up? Or maybe thats the problem, everyones caught = 
up. 


73, Scott WASWFA 


From: "Grant Youngman" <nq5t@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: NC-101X Adventure 
Date: Thu, 9 Mar 2006 10:41:29 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 
Message-Id: <20060309163404.CCE8A400AE@srvr1.theporch. com> 


> So maybe there just isn't much restoration going on anymore. 


> Do you ever get caught up? Or maybe thats the problem, 
> everyones caught up. 


I wish. 


There's the Globe Scout 680, Ranger II, RME 6900, HRO-500, Drake 2-A, SX-28 
and PRO-310 (that's been sitting in pieces ever since I took it back to kit 
form a couple of years ago to repair/restore the tuning mechanism), and 
whatever shows up on the porch in a box next. 


Since changing jobs a few years ago, I don't have anywhere as much time 
anymore. And the older I get, the less inclined I seem to be to suck in 
all of those solder fumes. I just hope I live long enough to finally finish 
it all :-) 


Grant/NQ5T 


End of BOATANCHORS Digest 3896 
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